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PressMeter® 
PM-0100...7000MB
The PressMeter® of the series PM-0100 ... 7000MBR are housed in a robust, light weight plastic case and termed by users as an easy handling manometer.
All models, except the absolute measurement type, feature a differential pressure input ports. Good longtime stability of accuracy.



There is an elegant plastic carry case available. All eventually needed extra parts for a successful pressure measuring job can be safely stored there.
 



	
                            
                    
            
    


        PressMeter® Models
    


        
                
                        
                                	
                    
            
    


        PM-0100MBR
    


        
                
                        	
                    
            
    


        PM-0500MBR
    


        
                
                        	
                    
            
    


        PM-1999MBR
    


        
                
                        	
                    
            
    


        PM-1999MBA
    


        
                
                        	
                    
            
    


        PM-7000MBR
    


        
                
                        
	
                    
            
    


        Range (mBar)
    


        
                
                        	
            
    


        0-100 gauge
    


        
                	
            
    


        0-500 gauge
    


        
                	
            
    


        0-1999 gauge
    


        
                	
            
    


        0-1999 absolute
    


        
                	
            
    


        0-7000 gauge
    


        
                
	
                    
            
    


        Resolution range (mBar)
    


        
                
                        	
            
    


        0.01 (0-19.99)
    


        
                	
            
    


        0.1 (0-199.9)
    


        
                	
            
    


        0.1 (0-199.9)
    


        
                	
            
    


        0.1 (0-199.9)
    


        
                	
            
    


        0.1 (0-199.9)
    


        
                
	
                    
            
    


        Resolution range (mBar)
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        1.0 (200-500)
    


        
                	
            
    


        1.0 (200-500)
    


        
                	
            
    


        1.0 (200-500)
    


        
                	
            
    


        1.0 (200-7000)
    


        
                
	
                    
            
    


        Maximal Overpressur
    


        
                
                        	
            
    


        750 mBar
    


        
                	
            
    


        2000 mBar
    


        
                	
            
    


        4000 mBar
    


        
                	
            
    


        4000 mBar
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        Accuracy Instrument
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        ± 0.25% Full Scale ±1 Digit
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        Ambient Operating Temp.
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        0 to + 50°C
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        Battery
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        9V MN 1604 (PP3)
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        Dimensions (without ports)
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        135x70x28mm (5.4x2.8x1.2 inch)
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        Weight with battery
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        270 grams (11 ounces)
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