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MONO-CelsiPick®
Technical Data
	
                            
                    
            
    


        Technical Data
    


        
                
                        
                                	
                    
            
    


        MONO-CelsiPick® CK11-1TC #17067
    


        
                
                        
	
                    
            
    


        Range (internal)
    


        
                
                        	
            
    


        -40°C to +80°C (environment logger)
    


        
                
	
                    
            
    


        Range (external)
    


        
                
                        	
            
    


        depends on the thermocouple type
    


        
                
	
                    
            
    


        Resolution
    


        
                
                        	
            
    


        0.1°C
    


        
                
	
                    
            
    


        Accuracy
    


        
                
                        	
            
    


        ±0.5°C
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        500'000 per channel
    


        
                
	
                    
            
    


        Dimensions
    


        
                
                        	
            
    


        36x64x16mm
    


        
                
	
                    
            
    


        Delayed Start
    


        
                
                        	
            
    


        up to 18 months
    


        
                
	
                    
            
    


        Alarm
    


        
                
                        	
            
    


        Yes, high and low limits
    


        
                
	
                    
            
    


        Water Resistant
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        Features
    


        
                
                        	
            
    


        10-year battery life

ultra-high speed download

battery life indicator

green and red LED

software calibration

small size

Thermocouple mini-plug

Thermocouple Types: J,K,T,E,R,S,B,N
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